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Work Positioners

HL-M/E Series

4 Stronger motor, Larger battery 12Ah, Low voltage protection.
Arange of highly manoeuvrable, lightweight lifts, designed to take the strain out of any

lifting job from ground level to over shoulder height

Ideal for use in narrow aisles and confined spaces. Perfect for all applications from
pharmaceutical to catering, from packing line to food processing, from warehouse to

office, kitchens, laboratories, retail outlets, efc...

A Manual models: Operated via a manual hand winch.

Auto brake system prevents unconirolled lowering.

4 Electric models: Automatic electronic overload protection system ensures safety.
Maintenance free and sealed batteries, automatic charger.
A Quick change attachment options available.

4 Conforms to EN1757, CE marked.

HL-M100

Option attachments:

HL-M200 HL-E100/E150

HL-E100A/E150A

Spindie

Double Spindle
Model HL-M100 HL-M200 HL-E100 HL-E150
Type Manual Electric
Capacity (ka) 100 200 100 150
Load Centre (mm) 235 1 235 235 235
Max. Fork Height (mm) 1500 ! 1500 1700 1500
Min. Fork Height (mm) 130 ' 130 130 130
Platform Size (mm) © 470%600 i 470X600 470x600 470X600
Overall Size (mm) 840x600x1830 870x600x1920 870x600x1990 870x600x1790
St P R et et et
Steering Wheel (mm) 125 125 ®125 125
Battery, Service Free - - ' - 24V/12Ah 24V/12Ah
Net Weight (kg) 50 i 60 66 83
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Electric Platform Stacker ..cs...

A Easier and faster lifting operation.

A High quality hydraulic motor made in Italy.

A Sevice free battery.

4 No-marking castor as standard.
4 Conforms to 1757-1: 2001.

Noise-free Castor

as option.

Model HL-EP2085 HL-EP2120 HL-EP4085 HL-EP4120 HL-EP4150
Capacity (k) 200 200 400 400 400
Max. Platform Height (mm) 850 1200 850 1200 1500
Min. Platform Height (mm) 200 200 200 200 200
Platform Length (mm) 600 600 850 850 650
Platform Wldtﬁ (mm) 500 500 550 550 550
Total Length (mm) 990 990 1070 1070 1070
Total Width (mm) 560 560 590 590 590
Total Height (mm) 960 1310 960 1310 1610
Load Roller (mm) 125 125 @150 150 ®150
Steering Wheel (mm) $125 ®125 »150 $150 $150
Power Unit (KW) 0.8 0.8 0.8 0.8 0.8
Battery (Ah/V) 60/12 60/12 70/12 70112 70/12
Net Weight (kg) 88 93 107 13 118
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Electric Fork Stacker HL-EF/E) Series

A Low profile forks can lift the pal
4 Easier and faster lifting operati

llet easily.
on.

A High quality hydraulic motor made in Italy.
A Service free battery.

4 Option platform available.
A No-marking castor as standard.
2001.

A Conforms to 1757-1:

4

Noise-free Castor
as option.

HL-EJ4120

Model (Fixed Fork) HL-EF2085 HL-EF2120 HL-EF4085 HL-EF4120 HL-EF4150
Model (Adjustable Fork) HL-EJ2085 HL-EJ2120 HL-EJ4085 HL-EJ4120 HL-EJ4150
Capacity (kg) 200 200 400 400 400
Max. Fork Height (mm) 850 1200 850 1200 1500
Min. Fork Height (mm) 80 80 80 80 80
Fork Length (mm) 600 600 650 650 650
Fixed Fork Width (EF series) (mm) 500 500 550 550 550
Adjustable Fork Width (EJ series)  (mm) 215-500 215-500 235-500 235-500 235-500
Single Fork Width (mm) 100 100 10 110 110
Dia of Front Wheel (mm) @75 @75 75 75 @75
Dia of Steering Wheel (mm) @125 ®125 125 ©125 125
Chassis height (mm) 325 325 225 225 225
Power Pack Motor (KW) 0.8 0.8 0.8 0.8 0.8
Battery (AhIV) 60/12 60/12 7012 7012 7012
Overall Height (mm) 1080 1435 1060 1410 1710
Overall Width (mm) 560 560 590 590 590
Overall Length (mm) 1020 1020 1100 1100 1100
Net Weight EF series (kg) 90 97 105 116 122

EJ series (kg) 93 100 10 121 127
Option Platform LP10 (610x530)  LP10(610x530)  LP20 (660x580)  LP20 (660x580)  LP20 (660x580)
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Platform Stacker wussseres

A Simple and Easy Operation.
Lifting moverment via collapsible foot pedal.
Sensitive lowering through sinking valve.
Hand push drive.

Overload protection via pressure valve.

4 Safe Operation and secure Working Conditions.
Stable chassis with 2 frame rollers and 2 steering rollers.

A Long Service Lift.

Robust construction.

Hard chromium plated frame.

Hardened chromium plated ram.
A Effortless Movement.

Ball bearing rollers.

Polyurethane rollers.
4 No-marking castor as standard.
4 Conforms to EN 1757-1:2001.

Option Ladder Model: LD100

Note: Operator must turn two
brakes on before step on ladder!

Model HL-P52085 HL-P52120 HL-P$4085 HL-P54120 HL-P$4150
Capacity (k) 200 200 400 400 400
Max. Platform Height H (mm) 850 1200 850 1200 1500
Min. Platform Height H1 (mm) 200 200 200 200 200
Platform Length L1 (mm) 800 600 650 650 650
Platform Width W (mm) 500 500 550 550 550
Total Length L (mm) 940 940 1040 1040 1040
Total Width B (mm) 560 560 590 590 590
Total Height H2 (mm) 960 1310 970 1310 1610
Steering Rollers-diameter D (mm) 125 125 ®150 @150 ®150
Frame Rollers-diameter d (mm) ®125 ®125 150 @150 ®150
Pump Strokes to Max. Height 14 21 30 45 58
Net Weight ' (k) 53 58 72 78 83
Noise-free Castor o 0 o} 0 o)
0O = Option
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Fork Type Stacker ..oomsee

4 Low profile forks can Iift pallet easily.

4 Ladder as option.

A No-marking castor as standard.
4 Conforms to EN 1757-1:2001.

Option platform
Model: LP10, LP20

Noise-free Castor

as option.

HL-P] Series HL-PF Series

Adjustable Fork Fixed Fork
Model (Fixed Fork) HL-PF2085 HL-PF2120 HL-PF4085 HL-PF4120 HL-PF4150
Model (Adjustable Fork) HL-PJ2085 HL-P12120 HL-PJ4085 HL-P14120 HL-PJ4150
Capacity (ka) 200 200 400 400 400
Max. Fork Height (mm) 850 1200 850 1200 1500
Min. Fork Height (mm) 85 85 85 85 85
Fark Length (mm) 600 600 650 650 650
Fixed Fork Width (PF series) (mm) 500 500 550 550 550
Adjustable Fork Width (PJ series)  (mm) 215-500 215-500 235-500 235-500 235-500
Load Roller (mm) $75 @75 75 75 75
Steering Wheel (mm) D125 ®125 $125 125 ®125
Pump Strokes to Max. Height 19 26 35 50 63
Overall Height (mm) 1080 1435 1060 1410 1710
Overall Width (mm) 560 560 580 590 590
Overall Lehgih (mm) 1000 960 1040 1040 1040
Net Weight PF series (kg) 55 62 70 76 82

PJ series (kg) 58 65 75 81 85

Option Platform LP10 LP10 LP20 LP20 LP20
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Electric Stacker CDD series

@® Heavy duty design with top quality mast construction.
® Top quality electric control system from Curtis

@® With high quality power pack and drive wheel.

@ Drive unit with electromagnetic brake.

® With REMA Ergonomic tiller from Germany.

@ Verticle driving wheel for easy steering.

® Conformsto EN 1757-1:2001,EN1726
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Model CDD1033 CDD1533
Drive Electric Electric
Type of operation Pedestrian Pedestrian
Capacity KG 1000 1500
Load centre c{mm 600 600
Load distance x(mm 765 765
Wheel base y(mm 1265 1265
Net Weight KG 975 1050
Front Roller {mm Polyurethane 80x70
Rear Roller {mm Polyurethane 230x75
Additional wheels Polyurethane 124x60
b10{mm 575 575
b11{mm 395 395
h1{mm 2175 2175
h2{mm 1600 1600
h3{mm 3300 3300
hd{mm 3795 3795
— h14{mm 925/1365 925/1365
h13{mm 92 92
1M{mm 2015 2015
12{mm 865 865
b1{mm 815 815
s/e/limm 60/180/1150 60/180/1150
b5{mm 575 575
m2{mm 28 28
Pallet 1000x1200 crossways Ast{mm 2294 2294
Pallet 800x1200 crossways Astimm 2441 2441
Turning radius Wa(mm 1650 1650
Travel speed,ladenfunladen km/h 4/5.5 4/5.5
Lift speed,laden/unladen mm/g 65/110 65/110
Lowering speed,laden/funlanden mr/g 70/65 70/85
Max.gradient performance,laden/unlanden % 5M10 5110
Service brake Electromagetic Electromagetic
Drive motor K 1.2 1.2
Lift motor Kl 22 22
Battery \/Ah 247220 24/220
Type of drive control Mosfet control Mosfet control
Sound level at driver's ear dB(A 67 67
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Semi-Electric Stacker Mwms series

A With highly efficiency

After charging the battery, could lift full capacity

up and down more than 70 times.
AWith Low-voltage protection device

A Standard Traction battery:12 V/150Ah;

A With High quality built in charger;
A With double front wheel,

more stable;

AConforms to EN1757-1:2001,EN1727

Model R e
Capaclt},r kg
Fork Iength MM
Fork widh MM
waerpack "mmjkqu“i_“

liting speed wﬁhout |DEld
liting speed 1a.rwth fuII IDad

Traction BEltter},lr _

Steerlng wheel SIEE:"MM
Front wheel size MM
Charger i '

540

. Mss1016 |
1000 i
1150 1
ABkw i

95mmf5

?Dmmfs

12V/150Ah

18050 |
8070 |

12v20A

MSS1025 |
1,000 |
1,150 |
540
1.5kw

95mmfs

?5mmf5

12VAS0Ah |

180*50 |
8070 i

12V20A |

MSS1029 |
1,000 |
1150 1
540 1
1.5kw

“oommis |

75mmis

12V/150Ah

18050 |
80°70 |

12V20A |

1,000

540

75mmfis

BD*?D

_Mss1031
1150
Askw

105mm/s |

12VHﬂMh€"

180%50 |

1ava0a

MSsS1033
1,000
1 15D
540
1 5kw
1 ‘IDm mfs
BDm mfs )
1 2 ‘JH 5DAh )
180*50
BD*?D
12V20A

Semi-Electric Stacker HL-Ms series

® Heavy duty design and top quality mast construction.

@ Safety guard on load roller and steering wheael,

® Light and easy manual steering system,
® Steppless speed of lifting/lowering.

® Conforms to EN1757-1:2001,EN1727.

Model

Capamty .
Lifting HE|ght B '.
Lifting Speed (with/without load)
Power Pack R
Battery (Service free) ¢
Battery Charger
Steering Wheel &
loadRoller i
Overall Length &
Overall Width &
Overall HE|ght f
Net Weight (with battery)

Mm:L

Ko
Mm

. HL-MS1016

1000

?f Ah/vf:fiifififiifff:fiﬁfff:
AN
Mmoo
800
12090

4580

" 1600

 HL-MS1024 HL-MS1029: HL-MS1031

1000 _ 1000

i 1000 mjm"
2450 i '

2900

1500
120Ah/12V
12A/12V

TTTRI00 TS
Tosj127

{HL-MS1033
..1000
3300

@180x50 e

@82x70
1820
800 |
2025
580 |

800 i
1800 1
540 295

1000 ¢
2125 T

1000
2225
610
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Semi-Electric Stacker mw series

with straddle leg

Heavy duty design with quality mast construction.
Straddle leg design suitable for two faces or low pallet.
Safety guard on load roller and steering wheel.

Light and easy manual steering system.

High quality trouble free power pack.

Conforms to EN1757-1: 2001, EN1727.
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Model MWI016 MW1024 MW1029 ' MW1031 C MWA1033
Capacity (ka) 1000 1000 1000 1000 1000
Max. Fork Height (mm) 1600 2450 | 2900 ' 3100 3300
Min. Fork Height (mm) 65 65 65 | 65 65
Load Centre (mm) 500 500 500 500 500
Fork Length (mm) 1000 1000 i 1000 i 1000 1000
Fork Width (mm) | Adjustable 230-790 . Adjustable 230-790 Adjustable 230-790 : Adjustable 230-790 Adjustable 230-790
Leg Width (inside) (mm) 1270 1270 1270 1270 1270
Lifting Speed With Load (mm/s) 95 95 95 95 95

Without Load (mm/s) 127 127 127 127 127
Power Unit (W) 1500 1500 1500 1500 1500
Battery (AhNV) 120/12 120112 120/12 120/12 120112
Battery Charger (ANV) 12112 12112 12112 ' 1212 12112
Steering Wheel (mm) ©180x50 ©180x50 180x50 ©180x50 ®180x50
Load Roller (mm) ©82x70 ®82x70 | ©82x70 ' ©82x70 ®82x70
Overall Length (mm) 1674 1710 1674 ' 1674 1674
Overall Width (mm) 1502 1505 1502 102 1502
Overall Height (mm) 2090 ' 1800 ' 2000 ' 2125 2225
Net Weight (with battery) (ka) 482 _ 552 : 573 582 592

Option: Fixed fork 540x1150mm
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Full Electric Stacker Hi-Fe series

@ Heavy duty range for tough application.

® Top quality electronic control system from Curtis.

® Powerful power pack and drive wheel are made in Europe.
® Drive unit with electromagnetic brake.

® AC Version is available

® Conforms to EN1757-1:2001, EN1726.

n4

|
L 4
i}
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b
5
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Model "HL-FE1216 ' HL-FE1224 | HL-FE1229 | HL-FE1231 | HL-FE1233
! HL-FE1516 | HL-FE1524 | HL-

FE1529 | HL-FE1531 | HL-FE1533
1200 | 1200 | 1200
Lifing Height ] 5 3300
Win. Fork Height T R my T
LoadCentre . Cmmy 80
Fork Length T T T
Fork Width T i

Travelling Speed

s
540
| “without Load 5.5 km/h, With Full Load 4.8 Kmh
Lifting Speed without Load 144 mm/s, With Full Load 95 mm/s
Lowering Speed :  without Load 150 mm/h, With Full Load 65 mm/s
Motors Traveling T RWIY T g
Motors Liing 2224
o002
o024
78x70
TTTgdsnkys T
-~ 250x80
870 892 705 T T7i4
w0
e
200
20
70
e300
e T
1800 2025
3004 ¢ 3544 .
TBmm) 40 TTTTTeAS a4 O80T 680

Battery (servicefree) | (AhP

Rear Roller 7
Drive Wheel T gy
Net Weight ™ kg :
Dimension | X@mm
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Full Electric Stacker HL-FN series

® Tiller arm is mounted on one side for optimum control and visibility.

® High-comfort tiller grip reduces fatigue, improving productivity.

® Heavy-duty design with top quality mast construction,
® Powerful drive and power unit made in Europe.

® Top quality electronic control system from Curtis,

@ Multi-function handle includes crawl button, butterfly travel speed
controls and lift/lower control offer variable speed adjustment.

® AC Version is available

® Conforms to EN1757-1:2001, EN 1726.

1400

&

As

ﬁﬁ;

860

Maodel

Gapacity T gy
Liting Height
Min. Fork Height
Load Centre
ForkLength™ :
Fork Overall Width ~ mmy T
Driver Wheel T
Bower Back T RN

Traction Battery

Dimension ~ X2(mm)

i HL-FN1225 (HL-FN1229 HL-FN1233HL-FN1525 HL-FN1529HL-FN1533
T R T vt R
2450 1 2000 0 3300 2450 | 2000 | 3300
9090
Teo0 T a0
11501150
2715 -T2 R
T @250mm, 1200WRay T
-7 S
- 16824
691 | 85

.................................................................................................................................................................................
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Electric Stacker With Straddile Leg Fw/Fw
With DC or AC technology
A Heavy duty design with top quality mast construction.

A Straddle leg design suitable for two faces or low pallet.
A Powerful power pack with European technology. AR

e 'S

| 1y '

A Drive unit with electromagnetic brake. ¢ 1 e i !
A Top quality electronic control system from Curtis. 3 ' e 7S oo :
A Conforms to EN1757-1,EN 1726. | hC i
A 1
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Ergonomic Tiller
Made in Germany

Model | FW1216 @ FW1516  FW1224 FW1524 FW1229 & FW1529  FW1231  FW1531 FW1233 FW1533
Model FW1218AC FW1516AC FW1224AC FW1524AC FW1229AC FW1529AC FW1231ACFW1531AC FW1233AC FW1533AC
Capacity (kg) 1200 1500 1200 1500 1200 1500 1200 1500 1200 1500
Lifting Height h3 (mm) | 1600 1600 2450 2450 2900 2900 3100 3100 3300 3300
Min. Fork Height h (mm) 65
Load Centre C(mm) | 500
Fork Length I (mm) 1000
Motors Traveling (KWN) | 1.2/24
Motors Lifting (KWV) - 2.2/24
Service Free Battery . 200Ah/24V
Battery C'harger 204724V
Traction Battery (option) 240Ah/24V
Front Roller (mm) ' Polyurethane, Tandem ©78x70mm
Rear Roller (mrﬁ) ' Polyurethane, ®150x75mm
Drive Wheel (mm) ' Polyurethane, ©250x80mm
Net Weight (ka) | 820 820 885 885 895 895 905 905 910 910
Dimension S (mm) | 38 38 38 38 38 38 38 38 38 38
X2 (mm) | 200 200 200 200 200 200 200 200 200 200
Y(mm} | 1283 1283 1283 1283 1283 1283 1283 1283 1283 1283
L2 (mm) 792 792 792 792 792 792 792 792 792 792
L (mm) [ 1792 1792 1792 1792 1792 1792 1792 1792 1792 1792
B1 (mm) | 1197-1502 1197-1502 1197-1502 1197-1502 1197-1502 1197-1502 1197-1502 1197-1502  1197-1502 1197-1502
B2 (mm) | 965-1270 965-1270 965-1270 965-1270 965-1270 965-1270 965-1270 965-1270 = 965-1270 965-1270
A(mm) | 230-790 230-790 230-790 = 230-790 230-790 230-790  230-790 = 230-790 230-790  230-790
N(@mm) = 100 = 100 100 100 100 100 100 100 100 100
hi(mm) | 2166 2166 1876 1876 2101 2101 2201 2201 2301 2301
h3 (mm) | 1600 1600 2450 2450 2900 2900 3100 3100 3300 3300
h4 (mm) | 2460 2460 3310 3310 3760 3760 3960 3960 4160 4160
B(mm) | 940 940 940 940 940 940 1080 1080 1080 1080
Wa (mm) | 1533 1533 1533 1533 1533 1533 1548 1548 1548 1548



L= A Global Co. Ltd

C€

Full Electric Stacker HL-FK/BK series

@ Heavy duty design with top quality mast construction.

® Top quality electronic control system from Curtis,
® Conforms to EN1757-1:2001, EN 1726.

Model HL-FK1545
Type

Capamty

Load C Centre i
Max. Fork Helght
Lowered F Fork Helght
Full Free Llftlng Helghtm" i ;
Fork L Length
Fork Overall Wldth (mm)
Fork Individual Width  {mm)
Coponions) )
Lifting Speed

(with/without load) i
'LowerlngSpeed

Motors
Motors

-Rear Roller
Drlver Wheel

Battery Charg er
We|ght ofbattery
Overall Dimensions (mm)
Net Welght (W|th0ut battery) (kg)

| 2013x1080x2175 |
1010

WIthOUt platform
1850 :
1150 '

se0
160

1501128

250710802175 |

HL-BKW1555

HL-BK1545
Platformlstrag gle Ieg

Platform ) L
1500
Teoo T
S U ss00
o I
000
200950

5.2/6.8

127170

- 12770
200
3000
@g7ex70
‘@1s0x50

@as0xe0

240/24
30/24
230

2507x940x21 75

1035 1370
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Counter Balance Stacker HL-FX series

® The non-straddle lift is ideal for feeding machinery or lifting to
docks and mezzanines where base legs could interfere.

® Heavy-duty mast can been adjusted to suitable degree.
® Forged fork for easy access.

® Powerful drive and power unit is with Europe technology
® Electronic control system from Curtis.

® Conforms to EN 1757-1:2001, EN1726.

sy
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Model HL-FX0625 HL-FX0733 HL-FX1025

Capacity 1000

Dimension

10
1485

225

- 220540
{00

{1860 . 2260 = 1880
2500 3300 - 2500

© 3275 40750 32150
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Mini Winch Stacker ...

A Robust, lighweight, steel construction.

A Manoeuvrable, extemely easy to use.

A Cable winch lifting system with fully cable housing.
A Adjustable fork from 132mm to 520mm.

A Platiorm is a standard accessory.

Platform is a

standard

accessory
Model HL-L$80 HL-L5150
Capacity (ka) 80 150
Load Centre (mm) 250 250
Lifting Height (mm) 1100 1100
Straddle Leg Height (mm) 100 ' 100
Min. Fork Height (mm) 70 70
Fork Length (mm) 500 500
Individual Fork Width (mm) 50 50
Platform Size (mm) 500x530x90 ' 500x530x90
OverAdjustable Fork Width (mm) 132-520 132-520
Effort Force with Load (N) 82 106
Load Wheel (mm) 2100x30 ' @100x30
Steering Wheel (mm) 2100x30 ' @100x30
Overall Dimensions (mm) 865x550x1470 830x580x1475
Net Weight (kg) 52 ' 62

HL-LS80

Important: Forks MUST be in Max. fork width position when fit platform on two forks.

Mini Stacker .ovizo

A Lightweight design, very easy to operate by hand winch.
A Suitable for super market, office, warehourse, narrow area, efc.
A Adjustable fork.

Model HL-PM120
Capacity (kg) 120

Lifting Height (mm) 1050

Min. Fork Height (mm) 95

Fork Length (mm) 400
Individual Fork Width (mm) 50

Fork Width (mm) adjustable 345-485mm
Load Wheel (mm) @50x20
Steering Wheel (mm) @200/50-140

Net Weight (kg) 31
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W i nch Sta Ckef HL-WS Series

HL-WS25/W$50

Type A
Adjustable Fork
Standard

A Compact and service free design.

A Unigue design of winch for easier and safe lifting.

A Heavy duty “C" section mast.

A Adjustable fork width from 160mm to 630mm (WS25, WS50).
A Two parking brakes on sleering wheels.

A Conforms to EN1757-1:2001.

HL-WS25/WS50

Type B
Adjustable Fork
Option

HL-W$25/Ws50
Model ' HLWS25  HL-WS30 HL-W$100
Capacity (ka) 250 500 1000
Load Centre (mm) 400 500 575
Max. Fork Height (mm) 1560 1560 1500
Lowered Fork Height (mm) 90 90 88
Fork Adjustable Width (mm) 150-690 160-690 540 Fixed
Py Fork Length (mm) 800 1000 1150
Fork Width (mm) 60 70 160
Effort Force to Rated Load (N} 100 120 100
HL-W$100 Lifting Height per Stroke (mm) 40 | 22 9.5
Ground Clearance (mm) 18 18 24
Min. Turning Radius (outside) {mm) 1075 1075 1250
Front Load Roller (mm) @80x47 @80x47 @80x94
Steering Wheel {mm) 2150x40 2150x40 @150x50
Overall Size (LxWxH) (mm) | 1325x725x2030 1325x725x2030 1600x725x1930
Net Weight (kg) 140 ' 146 182

Siﬂgl@ Mast Stacker v

A Designed for heavy-duty, intensive and commercial use;

A Ergonomically designed handle for simple and comfortable operation;
4 Single mast without view-abstructing components;

A Easy to operate with quick-lift function;

4 Forced synchronous steering on two steering wheele;

A Quick lifting type is available.

A Conforms to EN1757-1.

Model HL-sU1017
Capacity (kg) 1000

Max. Fork Height (mm) 1700

Min. Fork Height (mm) 88

Fork Length (mm) 1150

Fork Width (mm) 540

Net Weight (kg) 245
Wheel Type polyurethane
Oversize (mm) 1615x685%2130
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Hand Stacker s

A Latest technology of hydraulic pump with less effort force. Top quality German seal kit.
A Heavy duty 1 piece"C" section forks for geratest strength.

A Option adjustable forks for wider applicafions.

A PZ series is economic range but reliable.

A Conforms to EN1757-1.
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Model HL-PA0515 | HL-PA1015 _ HL-PA1025 : HL-PA1515 | HL-PA2015
Capacity (ka) 500 1000 1000 1500 2000
Load Centre C (mm) 585 585 585 585 585
Max. Fork Height H (mm) 1500 ' 1500 2500 1500 1500
Min. Fork Height h (mm) 88 88 88 88 88
Fork Length L (mm) 1150 | 1150 ' 1150 1150 1150
Fork Width D (mm) 160 160 160 160 160
Overall Fork Width W (mm) 540 540 540 540 540
Lifting Height Per Stroke (mm) 20 12.5 125 125 10
Ground Clearance X (mm) 24 24 24 24 24
Min. tuning Radius (outside) (mm) 1086 1086 1086 1100 1100
Front Load Roller (mm) OBOxT0 ®80x70 o80x70 ©80x70 ®80x70
Steering Whee! (mm) $150x40 ®150x50 ©150x50 »180x50 $180x50
Overall Length A (mm) 1604 1604 1646 1665 1695
Overall Width B (mm) 794 760 760 720 720
Overall Height F (mm) 2010 2010 1960 2010 2010
Net Weight (kg) 210 220 330 250 280

Option adjustable fork available: 346-710mm "fork width
Note: Materials and specification are subject to change without notice.
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Hand Stacker ..risee

A Latest technology of hydraulic pump with less effort force. Tap quality German seal kit.
A Heavy duty 1 piece*C" section forks for geratest strength.

A Option adjustable forks for wider applications.

A PZ series is economic range but reliable.

A Conforms to EN1757-1.

Footpedal Lifting
as option
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Model HL-PZ1015 HL-PZ1515 HL-PZ2015
Capacity (kg) 1000 ' 1500 2000
Load Centre C (mm) 500 ' 500 500
Max. Fark Height H (mm) 1500 1500 1500
Min. Fork Height h (mm) 80 ' 85 85
Fork Length L (mm) 1150 ' 1150 1150
Fork Width D (mm) 100 120 120
Overall Fork Width W (mm) 224-730 252-900 252-900
Lifting Height Per Stroke (mm) 125 9 7
Ground Clearance X (mm) 23 24 24
Min. turning Radius (outside) (mm) 1250 ' 1350 1350
Front Load Roller (mm) ®80*43 ' ©80x70 ©80x70
Steering Wheel (mm) ©180x50 ' ®180%50 ®180%50
Overall Length A (mm) 1660 1715 1765
Overall Width B (mm) 700 940 940
Overall Height F (mm) 1998 1980 1980
Net Weight (kg) 180 ' 252 284

Note; Materials and specification are subject to change without notice,



L&A Glbd Co. Ltd

Hand Stacker HL-MT/GT Series

Heavy Duty Design

4 Unique technology of quick lift system. w

4 Compact design and strong, accurate steel construction.
Top quality 1 piece’C" section forks for greatest strength.

A Heavy duty 1 piece “C" section forks for greatest strength,

A Top of stroke bypass valve built in.

A Conforms to EN1757-1:2001.
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HL-MT1015 HL-GT1015
Model HL-MT1015 [ HL-MT1029 . HL-GT1015 I HL-GT1029
Type Standard Straddle Leg
Capacity (ka) 1000 1000 1000 1000
Load Centre C (mm) 550 550 550 | 550
Max. Fork Height H (mm) 1500 2850 1500 2850
Min. Fork Height h (mm) 80 90 65 65
Fork Length L (mm) 1150 1150 1150 1150
Single Fork Width D (mm) 160 160 160 160
Overall Fork Width W (mm) 540 540 540 540
Leg Width (inside) W1 (mm) = — 1270 ' 1270
Load Roller (mm) ©78x80 ®78%80 ®78x80 ' ®78x80
Steering Wheel (mm) ©150%38 15038 ©150%38 ' ®150x38
Overall Length A(mm) 1595 1595 1595 ' 1595
Overall Width B (mm) 680 680 1395 1395
Overall Height F (mm) 1960 2000 1960 ' 2000
Net Weight (kg) 230 370 250 ' 390

Note: Materials and specification are subject to change without notice.



L&) A Global Co. Ltd

Hand Stacker s

4 Lifted by towbar and lowered by manual control.

4 Double action hand pump provides quicker lifting.

A Mechanical switch for unloaded and loaded lift.

A Chain drive steering system offer a maximum
manoeuvrability with 180°turning angle.

4 Conforms to EN1757-1.
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Model HPB1O16 HPB1O25 HPB1516 HPB152Z5
Capacity (kg) 1000 1000 1500 1500
Load Center Cimm) 585 585 585 585
Max Fork Height Himm) 1600 2500 1600 2500
Min.Fork Height h{mm] 88 88 33 88
Fork Length L{m) 1150 1150 1150 1150
Fork Width D mm) 160 160 160 160
Cverall Fork Width Wimm) 540 540 540 540
Lifting Heighth Per Stroke {mm) 28 28 28 28
Ground Clearance ¥{mm) 29 24 24 24
MinTurning Radius{outside] (mm) 1088 1086 1100 1100
Front Load Roller (mm] hB30=70 d80=70 GR0=70 DB0=70
Steering Wheel (mm) G150=50 G150=50 $180=50 G180=50
Cverall Length Aimrm) 1s04 1604 1665 1665
Overall Width B{mm)| F60 760 720 720
COverall Height Flmm) 2000 1960 2010 2010
Met Weight (ke) 230 340 260 360

Lateral Pallet Tilter s

A Designed to give the user an ergonomiclly correct position to
reach loads easily without the necessary of bending down or

stetching up.

A Forks can be titled up to 20° both left and right sides by thread.
A Supplied as standard with parking brake and foot protectors.
4 Conforms to EN1757-1.

Model HL-LT0892
Capacity (ka) 800

Max. Fork Height (mm) | 920

Min. Fork Height (mm) | 88

Fork Length (mm) 1150
Fork Width (mm) | 150
Width Over Forks (mm) 540
Tiltable degree - Left or right 20°
Net Weight (kg) | 210




L&) A Glbad Co. Ltd

Pallet Tilter ..oseie

Manual and Electric Version

A Designed to give the user an ergonomically correct position to reach
loads easily without the necessity of bending down or stretching up

4 Handle can be turned and locked in position away from the work area.

A Applies to both sitting and standing positions.

A Forks can be filted up to 90°.

A Both are supplied as standard with parking brake and foot protectors.

A Conforms to EN1757-1 and EN 1175.

HL-LT10E
Madel HL-LT10M HL-LT10E
Type Manual ‘ Electric
Capacity (kg) 1000 1000
Lifting Height, Vertical h {mm) 285 285
Min. Fork Height h1 (mm) 85 85
Fork Length 1 {mm) 800 800
Handle Height L1 (mm) 1138 1138
Overall Fork Width b {mm) 560 560
Width Between Forks b1 (mm) 234 234
Fork Tip Length from Roller L2 {mm) 135 135
Overall Width B (mm) 638 638
Overall Length L (mm) 1325 1410
Overall Height, Raised H.{mm) 950 950
Overall Height, Lowered H (mm) 750 750
Load Centre Min. /Max. C1 (mm) 200/400 2007400
Load Centre Min. /Max. C2 (mm) 200/420 200/420
Power Unit (KWIV) - 0.8/12
Net Weight (kg) 178 185
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