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Skates

4 Shifting skates can be used wherever heavy objects have to be moved.
The Load can be lifted using either the roller crowbar or a jack, allowing the skates to be easily positioned.

A The large dimeter sealed nylon rollers ensure ease of movement and spread the load, protecting high quality floors from damage by high
point loads and oil/grease contamination.

A The skates are maintenance free and are fitted with handles for ease of carrying and positioning. The platiorms of the skates are fitted with
a rubber surface which helps stability and protect the object being moved.

Skates Fixed Type sw series

Model SW20 Sw30 SW50 i SW80 Sw100
Max.Capacity (tonne) 2 3 5 ; 8 : 10
Net Weight - (kg) 13 _ 17 32 | 2 20
Running Resistance Steel Road Surface 0.05 0.05 0.05 i 0.05 0.03
~ Concrete Road Surface 0.07 _ 0.07 _ 0.07 _ 0.07 i 007
A 214 244 284 | 344 ! 204
Frame K 330 350 400 i 460 350
P 270 290 340 i 400 i 290
H 84 94 124 _ 144 99
g 15 14 ! 29 : 34 19
o] 26 26 26 31 26
Roller = Type Urethane Urethane Urethane ; Urethane i Steel
Pes [ 4 _ 4 ; 4 4 4
®d 65 75 100 ' 120 78
B 75 90 10 : 140 : 70
Turn Table ' oD 150 ' 150 180 : 240 150
t 6 6 9 ' 9 ]
M M16 M16 M20 M20 M16

Handle as option.
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Skates Fixed Type ., .

HL-SF10 HL-SF20 HL-5F25 HL-SF30 HL-SF60

Model HL-SF10 HL-5F20 HL-5F25 HL-SF60
Capacity (tonne) 1 2 25 6

No. of Roller (pes) 4 8 2 6

No. of Axle (pcs) 2 2 2 3
Roller Size OxW (mm) 100x35 100x35 85x90 85x85
Skate Dimensions LxWxH (mm) 330x220x120 330x220x120 210x100x105 260x230x105
Net Weight (kg) 7 8 4 12

Skates with Caster .uscsere

Model HL-5C102 HL-5C104
Capacity (tonne) 1 1
No. of Castor 2 4

No. of Fixed Roller 2 0

Roller Size ®xW (mm) | Castor 75x46  Castor 75x46 &
Roller 100x35 —

Skate Dimensions LxWxH (mm) | 430x340x120 430x340x120
Skate Weight (kg) 13 14 HL-5€102

HL-5C104

Roller Crowbar urcseries

Model HL-RC13 HL-RC50

Capacity (tonne) 1.5 5

Length (mm) 2000 2000 ickees
Max. Skate Height (mm) 145 145

Roller Diameter (mm) 75 70

Roller Width (mm) 55 54

Net Weight (kg) 13 30

A lever bar of strong steel tube
on 2 smooth runnig steel rollers
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HL-CM series

A The adjustable skates are actually 2 skates each, they are connected by two steel rods making one skate adjustable from 500mm to
1400mm (model CM6E0) and 720mm to 1500mm (model CM120 and CM240).

]

)

HL-CM60 HL-CM120 HL-CM240
Model HL-CM&0 HL-CM120 HL-CM240
Capacity (tonne) 6 12 24
Type of Roller nylon nylon steel
No. of Roller (pcs) 8 12 | 16
Skate Dimensions LxWxH (mm) 300x250x115 360x220x115 360x220x115
Net Weight (ka) 30 38 65

HL-ST series
A They incorporate a 1 meter drawbar and a platform that swivels on a thrust bearing allowing movement around bends.
HL-ST30 HL-ST60 HL-ST120

Model HL-ST30 HL-ST60 HL-ST120
Capacity (tonne) 3 : 6 _ 12
Type of Roller nylon nylon steel
No. of Roller (pcs) 4 8 8
Roller Size DxW (mm) ©B85x90 ®85x90 _ D83x85
Dimensions LxWxH (mm) 310x255x105 630x400x115 630x400x115
Net Weight (kg) 15 50 66
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A For short, variable transportation distances.
4 For installation works and movement of heavy loads
4 The steering handle give you precise control making

it easy to manoceuvre large machinery or into tight

areas.

4 Moving speed no exceeding Sm/min.

A Minimum turning circle is 3m.

HL-SK Series

‘gf\/\/

Including 4 roller skates, 2 turntables, 2 packing plates,

2 steering handles, 2 link-up bars, one draw bar, one metal box.

IMPORTANT!

A Al mamximum carrying capacities are based for use on a steel surface, Which withstands
the pressure of the chain-roller. For safety, the camying capacities in complete sets are
calculated so that 2 Roller Skales could support the full load on uneven surfaces.

\ The track surface is impertant for the safe fransportation of the load, not the camrying capacity

of the Roller Skate. Tiles are unsuitable. Movement on tarmac and concrete is restricted. In

these cases it is recommended to put a steel plate of a minimum of 10mm thickness
undemeath.

Due to the littie effort required to overcome the rolling resistance(4-7% of the total load)

precautionary measures must be taken for use on inclined surfaces.

B

Model HL-5K20 HL-5K30 HL-5KE0
Capacity (tonne) 20 30 60
Length Support {mm) 120 _ 120 130
Width Support (mm) 120 120 130
Total Height (mm) 108 117 140
Rollers Dia. (mm) 18 24 ®30
Swivel Top (mm) $130 $130 $150
Weight of Set (kg) 50 58 92

Complete Skate Kits s

*%®

Include four roller skates, two steering handles, one box.

Model HL-SK04
Capacity (kg) 4000
Dimensions of Roller Skate LxWxH (mm) 154x102x90
Swivel Top (mm) 90
Dimensions of Roller Dia. xL (mm) ®18x51
Length of Handle Bar (mm) 850
Dimensions of the box LxWxH (mm) 470x180x160
Weight of kit (kg) 24
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Steel'a b I e Skates HL-ET Series

Professional class

Total load 6T

4 You can get smooth running on the skates.

A Skates are available in two versions type A& B,

4 Type Acan be steerable, Type B can be laterally adjustable.

4 Power coated give a high quality durable finish.

HL-ET3A
HL-ET3B
Total load 18T Total load 24T
HL-ET1ZA

Total load 12T

HL-ETEA

—

HL-ETEB

Total load 40T

HL-ET20A

r—‘-——-

HL-ETSB HL-ET12B HL-ET20B
Mode! HL-ET3A HL-ETEA HL-ET9A HL-ET12A HL-ET20A
Capacity (tonne) 3 6 9 12 20
Loading Height (mm) 110 110 110 110 180
Roller Size (mm) ©85x85 $85x85 D85x85 $85x85 ©140x85
Number of Roller (pcs) 4 8 12 16 16
Dia of 180° Rotating Platform (mm) 170 170 170 170 250
Dimensions LxW (mm) 270x230 610x520 815x600 990x600 1090x730
Length of Handlebar (with pulling eye)  (mm) 960 1080 1080 1080 1620
Net Weight (kg) 15 45 56 73 188
Model HL-ET3B HL-ETEB HL-ETSB HL-ET12B HL-ET20B
Capacity (tonne) 3 6 9 12 20
Loading Height (mm) 110 10 _ 110 110 180
Roller Size (mm) ®85x85 | ®85x85 85x85 $85x85 ©140x85
Number of Roller (pes) 4 8 12 16 16
Dimensiaons of Load Bearing Area (mm) 150x150 200x220 180x170 200x220 280x220
Range of Connecting Rod Adjustable  (mm) 960 1080 1080 1080 1620
Net Weight (ka) 16 32 34 45 95
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Manual Furniture Mover rwvso

A Safely operated by one person.
A Robust lifting mechanism.
A Soldin one set only.

Model FMB0
Load Capacity (kg) 600
Lifting Height (mm) 300
Lifting Plate WxD (mm) 225x120
Wheel, Polyurethane (mm) 125
Overall Size LXWxH (mm) 570%390x780
Net Weight (kg) 25

Hydraulic Furniture Mover FrMmseries

A For professional transport of heavyweight items,

A Ideal for delivery, removal, maintenance and assembly applications

A For switch cupboards, safes, containers and machinery.
A Sold in one set only.

FM180A FM180B
Model FM180A FM180B
Load Capacity (ka) 1800 1800
Lifting Height (mm) 100 250
Lifting Plate WxD (mm) 600x60 600x60
Wheel, Polyurethane (mm) ®150 150
Overall Size LxWxH (mm) 680x420x1000 680x420x1070
Net Weight (kg) 80 86
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Hydraulic Furniture Mover e series

4 Forprofessional transport of heavy duty type.

& Ideal fordelivery removable maintenance and assembly applications
A Forswitch cupboards safes containers and machinery

A Sold inone set only,

Model L FM270-1 | FM270-3 | FM360-1 | FM450-1 | FM450-2
Capacity | K6 | zoo | z7o0 | 3600 | 4500 | 4500
UfingHeight! MM |  1e0 | =i | 160 | 160 . 160

wheel | mM 150 . isa . =00 | 200 200

Overall size @ MM ¢ 585¢1050 ¢ 585%1050 ¢ 585x1100  610x1210F 610x1210

NetWeighté KG a0 a5 o8 o102 102




A Capacity 350Ibs/160 kg.
Perfect for use in warehouse, stockroom and maintenance areas.

Buill to take heavy everyday use.

. Increase productivity with speedy relocation.

Two castors and two wheels for easily move.

RL351
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RL series
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Grip-step

RL355 RL356 RL357 RL358

Model Capacity No.of the Step Height to top Step Fastor/Wheel Overall Size Net Weight

{kg) {mm) Dia.x Width{mm) {mm) {kg)
RL351 160 1 255 - 420720750 8.5
RL352 160 2 510 - 620x720x1110 16
RL353 160 3 765 - 830x720x1370 21
RL354 160 4 1020 PU ©100x30 1220x800»x1925 57
RL355 160 5 1275 PU ©100x30 1450x900x2180 67
RL356 160 6 1530 PU ©100x30 1670x800x2435 77
RL357 160 7 1785 PU ©100x30 1830x900x2680 &7
RL358 160 8 2040 PU ©100x30 2100x900x2945 sy
RL35% 160 S 2295 PU $©100x30 2320x500x3200 110
RL3510 160 10 2550 PU ©100x30 2545x900x3455 120
RL3511 160 11 2805 PU $©100x30 2770x500x3710 130
RL3512 160 12 3060 PU ©100x30 2895x900x%3965 140
RL3514 160 14 3570 PU ©100x30 3220x900x4475 160
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RLC series [ —3
Capacity 350lbs / 160 kg. "__f
Perfect for use in warehouse, stockroom and maintenance areas.
. Built o take heavy everyday use.
Increase productivity with speedy relocation.
4 Two castors and two wheels for easily move in the leaders with 4 steps and more.
Non-slip steel steps.
Conforms to EN131.
+
RLC356 RLC357 RLC358
— Capacity NooFtHESEap Height to top Step .Castor./WheeI Cverall Size Net Weight
{kg) {mm) Dia.x Width(mm) {mm) (kg)

RL354 160 4 1020 PU ©100x30 1220x900x2100 72
RL355 160 5 1275 PU $©100x30 1450%x900x2355 82
RL356 160 6 1530 PU ©100x30 1670x900x2610 96
RL357 160 7 1785 PU ©100x30 1890x900x2865 107
RL358 160 8 2040 PU $©100x30 2100x900x3120 118
RL359 160 9 2295 PU ©100x30 2320x900x3375 130
RL3510 160 10 2550 PU ¢©100x30 2545x900x3630 140
RL3511 160 11 2805 PU $©100x30 2770x900x3885 150
RL3512 160 12 3060 PU ©100x30 2995x900x4140 160
RL3514 160 14 3570 PU ¢©100x30 3220x900x4650 180
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